ppm-Tabelle fiir 40mA

Minuten 1,00 Liter| 1,50 Liter| 2,00 Liter| 2,50 Liter| 3,00 Liter| 3,50 Liter| 4,00 Liter| 4,50 Liter| 5,00 Liter| 10,00 Liter
3 8,0 ppm 5,3 ppm 4.0 ppm 3,2 ppm 2.7 ppm 2.3 ppm 2,0 ppm 1.8 ppm 1,6 ppm 0,8 ppm
6 16,0 ppm| 10,7 ppm 8,0 ppm 6,4 ppm 5,3 ppm 4,6 ppm 4,0 ppm 3,6 ppm 3,2 ppm 1,6 ppm|
9 24,0 ppm 16,0 ppm 12,0 ppm 9.6 ppm 8.0 ppm 6.9 ppm 6,0 ppm 5.3 ppm 4.8 ppm 2.4 ppm|
12 32.0 ppm 21,3 ppm 16,0 ppm 12,8 ppm 10,7 ppm 9.1 ppm 8.0 ppm 7.1 ppm 6.4 ppm 3,2 ppmy|
15 40,0 ppm 26,7 ppm 20,0 ppm 16,0 ppm 13,3 ppm 11,4 ppm 10,0 ppm 8.9 ppm B.0 ppm 4.0 ppm|
18 480ppm| 320ppm 240ppm| 192ppm| 160ppm| 13,7ppm| 120ppm| 10,7 ppm 9,6 ppm 4,8 ppm|
21 560ppm| 37 3ppm 280ppm| 224ppm| 187ppm| 160ppm| 140ppm| 124 ppm| 11,2 ppm 5,6 ppm|
24 64.0 ppm 42T ppm 42,0 ppm 25,6 ppm 21,3 ppm 18,3 ppm 16,0 ppm 14.2 ppm 12,8 ppm 6.4 ppm|
27 720ppm| 480ppm, 36,0ppm| 288Bppm| 240ppm| 206ppm 180ppm| 160ppm| 144ppm| 7,2 ppm|
30 800ppm| 63 3ppm 400ppm| 320ppm| 267ppm| 229ppm| 200ppm| 17.8ppm| 16,0 ppm 8,0 ppm|
33 28,0 ppm 68,7 ppm 44,0 ppm 35,2 ppm 29,3 ppm 25,1 ppm 22,0 ppm 19,6 ppm 17,6 ppm 8.8 ppm|
36 96,0 ppm 64,0 ppm 48,0 ppm 38.4 ppm 32,0 ppm 27.4 ppm 24,0 ppm 21,3 ppm 19,2 ppm 9.6 ppm|
39 1040 ppm 69,3 ppm 52,0 ppm 41,6 ppm 34,7 ppm 29 7 ppm 26,0 ppm 23,1 ppm 20,8 ppm 10,4 ppmy|

42 112,0 ppm 74,7 ppm 56,0 ppm 44 8 ppm 37,3 ppm 32,0 ppm 28,0 ppm 24,9 ppm 22 4 ppm 11,2 ppm)|
45 120,0 ppm 80,0 ppm 60,0 ppm 48,0 ppm 40,0 ppm 54,3 ppm 40,0 ppm 26,7 ppm 24,0 ppm 12,0 ppmy|
60 160,0 ppm| 106,7 ppm BO0,0 ppm 64,0 ppm 53,2 ppm 45,7 ppm 40,0 ppm 45,6 ppm 32,0 ppm 16,0 ppm|
68 1813 ppm| 1209ppm 90.7ppm| 7265ppm| 604ppm| 618ppm| 453 ppm| 403ppm| 36,3 ppm| 18,1 ppm
75 2000 ppm| 1333 ppm| 100,0 ppm 80,0 ppm 66,7 ppm 57,1 ppm 50,0 ppm 44 .4 ppm 40,0 ppm 20,0 ppml
90 2400 ppm| 160,0 ppm| 120,0 ppm 96,0 ppm 80,0 ppm 68,6 ppm 60,0 ppm 53,3 ppm 48,0 ppm 24.0 ppm




